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Single row pendant control station 
from 5 to 12 push buttons for crane

5 PUSH BUTTONS

Features
• 
• 
• 
• 
• 
• 
• 

Available codes

PLN05 Single speed

PLN05D2 Single/double speed

PLN05D4 Double speed

PLN07 Single speed

PLN07D2 Single/double speed

PLN07D4 Single/double speed

PLN07D6 Double speed

PLN08 Single speed

PLN08D2 Single/double speed

PLN08D4 Single/double speed

PLN08D6 Double speed

PLN10 Single/double speed

PLN12 Single/double speed

Compliance and certifications
• 
• 
• 
• 
• 
• 

NO NONC NO NO

NC NO NO NO+NO NO+NO

NC NO+NO NO+NONO+NO NO+NO

NO NONC NO NO NO NO

NC NO+NO NO+NONO NO NO NO

NC NO+NO NO+NONO NO NO+NO NO+NO

NC NO+NO NO+NO NO+NO NO+NONO+NO NO+NO

NO NONC NO NO NO NONO

NC NO+NO NO+NONO NO NO NONO

NC NO+NO NO+NONO NO NO+NO NO+NONO

NC NO+NO NO+NO NO+NO NO+NONO+NO NO+NONO

NO NONC NO NO NO NONO NO NO

NO NO

NO NONC NO NO NO NONO NO NO

NO NO

NO NO

NO NO

CRANE

• 
• 
• 
• 
• 2011/65/UE
• 

7 PUSH BUTTONS 8 PUSH BUTTONS 10 PUSH BUTTONS 12 PUSH BUTTONS
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Technical data

General characteristics

Material ABS

Material Group II

3

Temperature operating
storage

Electrical characteristics - Contact blocks

Marking

690 V *

Frequency 50/60 Hz *

16 A *

10 A

Rated operational current [Ie]

60 V 12 A

500 V 3 A *
690 V 1 A

220 V 0.25 A *

1000 A *

Switching mechanism slow break double gap contacts

Terminal type M3.5 screw terminals

Terminal capacity
conductor 1 ... 2.5 mm²

damp heat, steady state
damp heat, cyclic

UL508 characteristics

* IMQ approved values

PLN05 PLN05D2 PLN05D4

PLN05

75 106

5
5

Available codes

75 106

5
5

75 106

5
5
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Available codes

PLN07 PLN07D2

PLN07

PLN07D4 PLN07D6

75

13
0

36
0

75

13
0

36
0

Available codes

75

13
0

36
0

75

13
0

36
0
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Available codes

PLN08 PLN08D2

PLN08

PLN08D4 PLN08D6

75

53
6

39
5

75

53
6

39
5

Available codes

75

53
6

39
5

75

53
6

39
5
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PLN10
Available codes

PLN10 PLN12

PLN12
Available codes

75 162

17
6.

5
5

75 162

71
1

17
6.

5
5
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CONTACT 
CONFIGURATIONCONTACT CONFIGURATION

PLN SERIES
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CONTACT CONFIGURATION

10 12

Single speed

PL004001

PL004002

PL004010.S

CONTACT CODE

Double speed


